TONGUE END FOR INLET

L GROOVE END FOR OUTLET
A R A | J !
I I .
| ] A
) % ) f
1 SECTION A=A
PLAN END VIEW
e

TIE BACK WITH

N T T T \ CONCRETE COVERING
= = ﬁ RO TIE BACKS SHALL CONSIST OF
CULVERT | [=END SECTION #4 REBAR WITH EPOXY COATING
(40 KSI MIN.) BENT TO SHAPE
CROSS SECTION VIEW BELOW. PIPE SHALL BE DRILLED
WITH 9/16” BIT TO A DEPTH

(3) TIE BACKS OF 1 1/27

AT EACH JOINT .
3 TOTAL JOINTS ‘ [ ] 2
2!!
DIAMETER| WEIGHT A B c L W
12” 340 4 | 1=10"|2-0" |3- 10" 2- 0"
78” 670 9}} 2}_ 7” 2}_ 7” 4}_ 2JJ 3}_ 0”
21" 1300 91/2"| 3-6"|2-6" | 6~ 0"|4- 0"
24JJ 7300 9 7/211 3}_ 6” 2}_ 6” 6,— 0” 4}_ 0”
30,, 7850 7}_ 0” 4}_ 5” 7,_ 8” 6,— 7JJ 5}_ 0”
36” 3500 7}_ 3" 5}_ 2" 2!_ 77}} 8,— 7}} 6,— 0}}
42" 4930 ’— 9" | 5= 3| 2= 11" 8- 2" 6= 6"
48" 6700 2!_ 0!! 6,_ 0)! 2!_ 21, 8,_ 2!! 7!_ 0!!
54" 7150 2- 3" 1 5-6"12-9" | 8- 36— 10"

NOTES:
1. CLASS AND TYPE OF CONCRETE SHALL BE AS SPECIFIED FOR
REINFORCED CONCRETE PIPE.

2. STRUCTURAL DESIGN OF END SECTION SHALL CONFORM TO
THAT OF STANDARD REINFORCED CONCRETE CULVERT PIPE.

3. LENGTH OF PIPE SHOWN ON THE PLANS DOES NOT INCLUDE
CONNECTOR SECTION (LENGTH C).
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